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FOR METAL AND WOOD DOORS

NOT TO SCALE

INCHES

[MM]

NOTES:

1.  DIMENSIONS IN                .

2.  ALWAYS CHECK PDQ WEBSITE FOR THE MOST RECENT

    TEMPLATE REVISION AT WWW.PDQLOCKS.COM

ROLLER LATCH

WITH  ADJUSTABLE HEIGHT

DOOR

STRIKE

DRILL

(2X) HOLES FOR

#10 FH PH X 1"

SCREWS

OR ANCHORS

MORTISE

1 1/16"

 [27.0]

MORTISE

3 3/8"

 [85.7]

2 5/8"

 [66.7]

MORTISE

1/8"

 [3.2]

MORTISE

1 3/4"

 [44.5]

MORTISE

2 3/16"

 [55.6]

MORTISE

1 1/16"

 [27.0]

BODY

ROLLER

(HIGH)

FACE

PLATE

FACE

PLATE

ROLLER

(LOW)

ROLLER

HEIGHT

ADJUST

FRAME

/ JAMB

MORTISE

2 3/4"

 [69.9]

MORTISE

1 1/8"

 [28.6]

5/8"

 [15.9]

MORTISE

1 1/2"

 [38.1]

2 1/8"

 [53.9]

MORTISE

3/16"

 [4.8]

DOOR

DOOR

DRILL

(2X) HOLES FOR

#10 FH PH X 1"

SCREWS

OR ANCHORS

JAMB

DOOR

FRAME

SIDE JAMB MOUNTING

(LATCHED)

HEAD FRAME MOUNTING

(LATCHED)

MORTISE

1/16"

 [1.6]

9/16"

 [14.3]

INSTRUCTIONS:

1.  MORTISE FOR BODY OF LATCH.

     PUT LATCH INTO BODY MORTISE TO

     MARK MORTISE FOR FACE PLATE .

2.  MORTISE FOR FACE PLATE &

     INSTALL THE LATCH.

3.  ALIGN STRIKE  WITH LATCH ROLLER.

     MORTISE & INSTALL STRIKE.

4.  ADJUST HEIGHT OF ROLLER TO FIT STRIKE.

STOP

STOP

9/16"

 [13.8]


